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GEOLOGICAL SURVEY
Se LEASE DESIGNATION AND SERIAL NO.

APPLICATION UTU-0779
FOR PERMIT TO DRILL, DEEPEN, OR REENTER AND OPERATE 6.IFINDIAN,ALLOTTEEORTRIBENAME

la. TYPE OF WORK NA
DRILL2 DEEPEN REENTER I. UNIT AGREEMENT NAME

b. TYPE OF WELL Rockhouse Unit
LLL

LL OTHER
SIONNELE ZM EIPLE 8. FARM OR LEASE NAME

2. NAME OF OPERATOR PHONE No. Rockhouse Unit Federal
United Utilities Corporation 9. WELLNO.

3. ADDRESS OF OPERATOR
625 North 100 Wes t Vernal, Utah 84078 10. FIELD AND POOL, OR WILDCAT

4. LOCATION OF WELL (Report location clearly and in accordance with any State requirements.) Rockhouse Gas Field
At surface

2,635' FSL & 217' FEL Section 9, T11S, R23E 11.SENCDSUÑVR OARR

Atproposedprod.
o° Same Sec. 9, TllS, R23ES,L,B,&M

14. DISTANCE IN MILES AND DIRECTION FROM NEAREST TOWN OR POST OFFICE 12. COUNTY 13. STATE

Approximately 34 miles from Bo ianaza, Utah Ilin eh Utah
15. DISTANCE FROM PROPOSEDLOCATION TO NEAREST PROPERTY 16. NO. OF ACRES IN LEASE 17. NO. OF ACRES AND/OR DRILLING UNIT ASSIGNED

OR LEASE LINE, FT· 2 635 ' 2 442 TO THIS WELL
(Also to nearest drlg. line, if any) a , 160

18. DISTANCE FROM PROPOSED LOCATION 19. PROPOSED DEPTH 20. ROTARY OR CABLE TOOLS
TO NEAREST WELL, DRILLING, COMPLETED• 1 585 ' 5 800 ROR APPLIED FOR, ON THIS LEASE, FT. > p Otary

21. ELEVATIONS (Show whether DF, RT, GR, etc.) 22. APPROX. DATE WORK WILL START
6,115 GR June 20, 1996

23.
PROPOSED CASING AND CEMENTING PROGRAM

SIZE OF HOLE SIZE OF CASING WEIGHT PER FOOT SETTING DEPTH QUANTITY OF CEMENT

12 1/4 9 5/8 36 250 150 ax to surface
7 7/8 .4 1/2 10,5 5,880 1,030 sx to surface
Attachmen s to this APD:

1. Surveyor ' s location plat
2, Wel11 Control Plan \3, Surface use and operating plan
4, Maps & diagrams
5. Self certification statement
6. Hazardous materials declaration

DIV OIL,GAS& Mli"iNG

IN ABOVE SPACE DESCRIBE PROPOSED PROGRAM: If proposal is to deepen or reenter and operate, give data on present productive zone and
proposed new productive zone. If proposal is to drill or deepen directionally, give pertinent data on subsurface locations and measuredandtrue ver-
tical depths. Give blowout preventer program, if any.

SIGNED "EAncut CoueulLing Engineel

(This space for Federal or State Office use)

PERMIT N APPR VAL DATF

TI

NDS

OF APPROVAL, IF A :

TITL DATE

See Instructions On Reverse



UNITE D UTILITIET CORP.
WELL LOCATION: ROCKHOUSE #17, LOCATEDAS SHOWN
IN THE NE 1/4 SE 1/4 OF SECTION 9, T11S, R23E,
S.L.B.&M., UINTAH COUNTY, UTAH.

T 1 1 S, R 2 3 E, S. L. B. &M.

N89°52'W
- 80.02 (G.L.O.)

I

o
z

PROPOSED LOCAT/ON:
'? ROCKHOUSE /17 $^circas

ELEV UNGRADED GROUND = 6115.4 svoNes

O
z

N89°49'W
- 80.48 (G.L.O.)

BRASS CAP e
P/LE OF
STONES "

BASIS OF ELEVATION
SPOT ELEVATIONFROM A BENCHMARKLOCATED ON
THE NORTH LINE OF SECTION 17, T11S, R23E,
S.L.8.&M. TAKEN FROM THE ARCHY BENCH SE
QUADRANGLEPUBLISHED BY THE U.S.G.S. SAID
ELEVATION IS MARKED AS BEING 6054 FEET.

THIS IS TO CERTlFY THAT THE PLAT HEREON WAS PREPARED FROM FIELD NOTES
OF ACTUAL SURVEYS MADE BY ME OR UNDER MY DIRECTSUPERVISION. THAT
THE SAME HAS BEEN CORRECTLYSURVEYEDAND STAKED ON THE CROUND AS Prestoa ostler Vernan & Associates. Inc.

SHOWN ON THIS PLAT AND THAT THE SAME ARE TRUE AND CORRECT TO THE The &agneering Gsvup

BEST OF MY KNOWLEDGEAND BELIEF. maars... ..----a ---...

,
4 y DATE SURVEYED: 5-9-96 DRAWN BY: REH

aa"'"- ¾ SURVEYED BY: M.W. T.V. DATE DRAWN5-13-96

REGIS
ERLEDnLLANEDRSURVEYOR WEATHER: WARM NOTES:

RECISTRATION NO. 174894 't or *

STATE OF UTAH SCALE: 1" = 1000' FILE: ROCKHOUSE



APPLICATION FOR PERMIT TO DRILL
AND

SURFACE USE PROGRAM OF THE
APPLICATION FOR PERMIT TO DRILL

Company/Operator: United Utilities Corporation
Well Name & Number: Rockhouse Unit #17
Lease Number: UTU-0779
Location: 2635' FSL & 217' FEL Section 9, Tl1S, R23E

Uintah County, Utah
Surface Ownership: United States of America

NOTIFICATION REQUIREMENTS

Location Construction: Forty eight ( 48 ) hours prior to construction of access and roads
and location.

Location Completion: Prior to moving in the drilling rig

Spud Notice: At least twenty four ( 24 ) hours prior to spudding the well

Casing String & Cementing: Twenty four ( 24 ) hours prior to running casing and cementing all
strings.

BOP & Related Tests: Twenty four ( 24 ) hours prior to initiating pressure tests.

First Production Notice: Within five ( 5 ) business diys after new well begins or
production resumes after the well has been off production for
more than ninety ( 90 )



APPLICATION FOR PERMIT TO DRILL

UNITED UTILITIES CORPORATION
Lease UTU-0779, Rockhouse Unit #17

2635' FSL & 217' FEL Section 9, Tl IS, R23E
Uintah County, Utah

Drilling Prognosis

1. Estimated Tops of Important Geologic Markers

Uintah Surface Mesaverde 5,723'
Wasatch 3,823' Total Depth 5,800'

2. Estimated Depths of Anticipated Water, Oil, Gas, or Mineral Formations

Water: Surface to T.D.
Oil & Gas: Green River

Wasatch 3,823' - 5,723' Gas (Primary Objective)

If any shallow water zones are encountered, they will be adequately protected and
reported. All potentially productive hydrocarbon zones will be cemented off.

3. Pressure Control Equipment - Schematic Attached

A. Type: Double Gate Hydraulic with Annular Preventer (Hydril).

The Blow-Out Preventer will be equipped as follows:

1. One (1) blind ram (above).
2. One (1) pipe ram (below).
3. Drilling spool with two (2) side outlets (choke side 3-inch minimum, kill

side 2-inch minimum).
4. Kill line (2-inch minimum).
5. Two (2) kill line valves, one of which will be a check valve (2-inch

minimum).
6. 3-inch (minimum) choke



Application for Permit to Dril
Rockhouse Unit No. 16

7. Two (2) choke line valves (minimum).
8. Two (2)adjustable chokes.
9. Pressure gauge on choke manifold.
10. Upper kelly cock valve with handle available.
11. Safety valve and subs to fit all drill strings in use.
12. Fill up line above the uppermost preventer.

B. Pressure Rating:

The BOP and related equipment will meet the minimum requirements of
Onshore Oil and Gas Order No. 2 for equipment and testing requirements,
procedures, etc. for a 3,000 psi system and individual components will be
operable as designed.

C. Testing Procedure:

Annular Preventer (Hydril)

At a minimum, the Annular Preventer will be pressure tested to 50% of the rated
working pressure for a period of ten (10) minutes or until provisions of the test
are met, whichever is longer.

At a minimum, the above pressure test will be performed:

1. When the annular preventer is initially installed;
2. Whenever any seal subject to test pressure is broken;
3. Following related repair; and '

4. At thirty (30) day intervals.

In addition to the above, the annular preventer will be functionally operated at
least weekly.

Blow-Out Preventer:

At a minimum, the BOP, choke manifold, and related equipment will be
pressure tested to the approved working pressure of the BOP stack (if isolated
from the surface casing by test plug) or to 70% of the internal yield strength of
the surface casing (if the BOP is not isolated from the casing by a test plug).
Pressure will be maintained for a period of at least ten (10) minutes or until the
requirements of the test are met, whichever is longer.
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At a minimum, the above pressure test will be performed:

1. When the BOP is initially installed;
2. Whenever any seal subject to test pressure is broken;
3. Following related repairs; and
4. At thirty (30) day intervals.
Chart recorders shall be used for all pressure tests. Test charts, with individual
test results identified, shall be maintained on location while drilling and
available for inspection. In addition to the above, the pipe and blind rams will
be activated each trip, but not more than once each day.

All BOP drills and tests will be recorded in the LADC driller's log.

D. Choke Manifold Equipment:

All choke lines will be straight lines unless turns use tee blocks or are targeted
with running tees, and will be anchored to prevent whip and vibration.

E. Accumulator:

The accumulator will have sufficient capacity to close all BOP's and retain 200
psi above precharge. Nitrogen bottles which meet the manufacturer's
specifications will be used as the backup to the required independent power
source. The accumulator precharge pressure test will be conducted prior to
connecting the closing unit to the BOP stack and at least once every six (6)
months thereafter. The accumulator pressure will be corrected if the measured
precharge pressure is found to be above or below the maximum or minimum
limits specified in Onshore Operating Order #2.

F. Miscellaneous Information:

The blow-out preventer and related pressure control equipment will be installed,
tested, and maintained in compliance with the specifications in and requirements
of Onshore Operating Order #2.

The choke manifold and BOP extension rods with hand wheels will be located
outside the rig substructure. The hydraulic BOP closing unit will be located at
least twenty five (25) feet from the well head but readily accessible to the driller.
Exact locations and configurations of the hydraulic BOP closing unit will depend
upon the particular rig contracted to drill the hole.
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A flare line will be installed after the choke manifold, extending 100 feet
(minimum) from the center of the drill hole to a separate flare pit.

4. The Proposed Casing and Cementing Program - All New

A. Casing Program
Hole Size Casing Size Wt./Ft. Grade Joint Depth Set

12-1/4" 9-5/8" 36.0# K-55 ST&C 0 - 250'
7 7/8" 4-1/2" 10.5# M-50 ST&C 0- 5,800'

The surface casing will have centralizers on the bottom joints,with a minimum
of one (1) centralizer per joint.

All casing strings below the conductor will be pressure tested to 0.22 psi/foot, or
1,500 psi (not to exceed 70%) of the internal yield strength of the casing,
whichever is greater, after cementing and prior to drilling out from under the
casing shoe.

On all exploratory wells, and on that portion of any well approved for a 5M
BOPE system or greater, a pressure integrity test of each casing shoe will be
performed, if required by the Authorized Officer, Bureau of Land Management.
The formation at the shoe shall be tested to a minimum of the mud weight
equivalent anticipated to control the formation pressure to the next casing depth
or at a total depth of the well. This test shall be performed before drilling more
than twenty (20) feet of new hole.

B. Cementing Program

Surface Casing: 150 sx Class "G" + 0.25#/sk Cello-Seal + 2.0%
CaCl2, circulated to surface.

Production Casing: Lead with 295 sx Class "G" + 16% gel (bentonite) + 3%
salt + 10#/sk Gilsonite, followed by 735 sx Class "G" +

10% gypsum + 0.4% CF-14A + 0.2% WR-15 + 10% salt.
Actual cement volumes will be determined from caliper
log adding 5% excess to assure a cement top of at least
200 feet above the top of the Mahogany oil shale zone.

5. Mud Program - Visual Monitoring
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Interval Type Weight Viscosity Fluid Loss

0' - 2,500' Fresh Water 8.4-9.0 27-30 No Control
2,500' - T.D.' LSND 8.5-9.5 35- 45 8-10 cc's

Sufficient mud material(s) to maintain mud properties, control lost circulation and
contain a blowout will be available at the well site during drilling operations.

6. Evaluation Program

Logs: High Resolution Resistivity - GR - 5,800' - 250'

Caliper-SP - 5,800' - 250'

Spectral Density - 5,800' - 3,500'

Dual Spaced Neutron - 5,800' - 3,500'

DST's: None anticipated.

Cores: None anticipated

Evaluation program may change at the discretion of the wellsite geologist, with
approval of the Authorized Officer, Vernal District Office, Bureau of Land
Management.

Stimulation: No stimulation or frac treatment has been formulated for this test at this
time. The drill site, as approved, will be of sufficient size to
accommodate all completion activities.

Whether the well is completed as a dry hole or as a producer, Well Completion and
Recompletion report and Log (Form 3160-4) will be submitted to the Resource Area
Officer no later than thirty (30) days after the completion of the well or after completion
f operations being performed, in accordance with 43 CFR 3164. Two (2) copies of all
logs, core descriptions, core analyses, well test data, geologic summaries, sample
descriptions and all other surveys or data obtained and compiled during the drilling,
workover, and/or completion operations, will be filed with Form 3160-4. Samples
(cuttings, fluids, and/or gases) will be submitted when requested by the Area Manager,
Vernal District Office, Bureau of Land Management,.

7. Abnormal conditions
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No abnormal temperatures or pressures are anticipated. No H2Shas been reported or is
known to exist from previous drilling in this area at this depth.

Maximum anticipated bottom hole pressure equals approximately 2,517 psi (calculated
at 0.434 psi/foot) and maximum anticipated surface pressure equals approximately 1,276
psi (anticipated bottom hole pressure minus partially evacuated hole pressure calculated
at 0.22 psi/foot).

8. Anticipated Starting Dates and Notification of Operations

A. Anticipated Starting Dates:

Anticipated Commencement Date : June 20, 1996
Drilling Days : Approximately 8 days
Completion Days : Approximately 15 days

B. Notification of Operations:

The spud date will be reported orally to the Branch of Inspection/Enforcement
at least 24 hours prior to spudding, unless otherwise required in the site specific
conditions of approval, and will be followed up with a report on Form 3160-5
confirming the date of spud.

All wells, whether drilling, producing, or abandoned shall be identified in
accordance with 43 CFR 3162.6. This requires the name of the operator, the
lease number, the well number, and the location of the well.

A progress report will be filed a minimum of once a month starting with the
month in which the well was spudded and continuing until the well is
completed. The report will be filed by the 25th day of each month on form
3160-5. The report will include the spud date, casing information such as size,
grade, weight, hole size, and setting depth, amount and type of cement used, top
of cement, depth of cementing tools, casing test method(s), intervals tested,
perforated, acidized, fractured, and results obtained and the dates of all work
done.

Spills, blowouts, fires, leaks, accidents, theft, or any other unusual occurrences
will be promptly reported to the Resource Area Office in accordance with
NTL-3A.
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Any venting or flaring of gas during initial well evaluation will be subject to the
provisions of NTL-4A.

In the event abandonment of the hole is desired, an oral request may be granted
by the Resources Area Office but must be followed with a "notice of Intention to
Abandon" (Form 3160-5) within fifteen (15) days of receiving oral permission to
plug and abandon. A "Subsequent Report of Abandonment" (Form 3160-5) will
be submitted within thirty (30) days following the actual plugging of the well
bore. This report will indicate where plugs were placed and the current status of
surface restoration operations. If surface restoration has not been completed at
that time, a follow up report on Form 3160-5 will be filed when all surface
restoration work has been completed and the location is considered ready for
final inspection. If the location is on private surface, a "Landowner Acceptance
of Reclamation" letter will be attached to this "Sundry Notice."

Upon completion of approved plugging, a regulation marker will be erected in
accordance with 43 CFR 3162.6.

The following information will be permanently placed on the marker with a
plate, cap, or beaded on with a welding torch: Company Name, Well Name and
Number, Location by Quarter/Quarter,Section, Township, Range, and the
Federal Lease Number.

Not later than the 5th business day after any well begins production on which
royalty is due anywhere on a lease site or allocated to a lease site, or resumes
production in the case of a well which has been off production for more than
ninety (90) days, the operator shall notify the Authorized Officer by letter or
"Sundry Notice", of the date on which such production has begun or resumed.
The notification shall provide as a minimum, the following information items;

a. Operator name, address, and telephone number
b. Well name and number
c. Well location: 1/4, 1/4, Section, Township, Range, P.M.
d. Date well was placed in a producing status
e. The nature of the wells production, i.e.: crude oil casing gas, or natural

gas and entrained liquid hydrocarbons
f. The OCS, Federal or Indian lease prefix and number on which the well is

located. Otherwise, the non-Federal or non-Indian land category, i.e.:
state or private.

g. As appropriate, the Communitization agreement number, the unit
agreement name, number, and participating area name.
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SURFACE USE PROGRAM OF THE
APPLICATION FOR PERMIT TO DRILL

Company/Operator: United Utilities Corporation
Well Name & Number: Rockhouse Unit #17
Lease Number: UTU-0779
Location: 2635' FSL & 217' FEL Section 9, TllS, R23E

Uintah County, Utah
Surface Ownership: United States of America

NOTIFICATION REQUIREMENTS

Location Construction: Forty eight ( 48 ) hours prior to construction of access and roads
and location.

Location Completion: Prior to moving in the drilling rig

Spud Notice: At least twenty four ( 24 ) hours prior to spudding the well

Casing String & Cementing: Twenty four ( 24 ) hours prior to running casing and cementing all
strings.

BOP & Related Tests: Twenty four ( 24 ) hours prior to initiating pressure tests.

First Production Notice: Within five ( 5 ) business days after new well begins or
production resumes after the well has been off production for
more than ninety ( 90 ) days.

1. Existing Roads: Refer to Map "A" (shown in YELLOW)

A. The proposed well site is staked.

B. To reach the location continue south on HWY 45 to MILE marker "O". Turn
left (Baxter Pass & other signs) onto the secondary road. Continue on the main
road past the corrals at Hell's Canyon "Y" and turn right. Stay on the main road
through Watson taking the left hand turn at Asphalt Wash and the right fork at
the "Y" to Rainbow. Continue on the main road by Kings Well and the corral on
the right hand side to a "Y". Continue on the right hand fork for +/- 0.3 mi.
Take the left hand turn and proceed 5.9 mi. Staying to the right continue
northward on the main road. After +/-5.9 mi. take the left fork and travel +/- 1.4
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mi. Take the right turn and travel .9 mi. Take the right turn and travel 1.0 mi.
Turn left and travel 0.4 mi. to the well site.

C. Access roads - refer to Maps "A".

D. Access roads within a one mile radius - refer to Map "A".

E. The existing roads will be maintained in the same or better condition as existed
prior to the commencement of operations and said maintenance will continue
until final abandonment and reclamation of the well location.

2. Planned Access Roads:

Approximately 0.4 mile of new road construction will be required for access to
the proposed Rockhouse Unit #17 well location.

A. Width - 18 foot running surface, crowned and ditched for drilling and
completion operations with a 30' right-of-way.

B. Maximum grade - 7%.

C. Turnouts - none required.

D. Drainage design - the access road will be upgraded and maintained as necessary
to prevent soil erosion and accommodate year around traffic. Access road will
be crowned, ditched, and water turnouts installed as necessary to provide for
proper drainage along the access road routé.

E. Culverts, cuts, and fills - None.

F. Surfàcing material - none required for drilling operations. If production is
established, surfacing materials for the access road will be purchased from a
local contractor having a permitted source of materials in the area, if required by
the Authorized Officer, Vernal Resource Area Office, Bureau of Land
Management.

G. Gates, cattle guards or fence cuts - none required.

H. The new access road route has been flagged.

3. Location of Existing Wells Within a Two Mile Radius:
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A. Water wells - None.

B. Abandoned wells - NW SW Section 4, Tl l S, R23E
NW SW Section 2, Tl1S, R23E

C. Temporarily abandoned wells - None

D. Disposal wells - None.

E. Drilling wells - None.

F. Producing wells - NE SE Section 3, TllS, R23E
SW SW Section 3, TllS, R23E
SE NW Section 9, TllS, R23E
SW SE Section 9, TllS, R23E
NENW Section9, TllS,R23E
SW SW Section 10, TllS, R23E
SE NW Section 10, TllS, R23E
NE SW Section 11, T11S, R23E

G. Shut-in wells - NE SW Section 8, T11S, R23E
SE SE Section 8, Tl l S, R23E
SE NE Section 8. T11S, R23E
SE SE Section 10, TllS, R23E
SW NE Section 16, Tl1S, R23E
SW NE Section 21, T11S, R23E
SE SE Section 15, T11S, R23E
SE NW Section 14, TllS, R23E
SE SE Section 14, T11S, R23E
SE NE Section 23, TllS, R23E

H. Injection wells - None.

I. Monitoring wells - None.

4. Location of Existing and/or Proposed Facilities Owned By United Utilities Corporation
Within a One Mile Radius:

A. Existing
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1. Tank batteries -

Rockhouse Unit #4 SE NW Section 9, Tll S, R23E
Rockhouse Unit #12 SW SE Section 9, TllS, R23E
Rockhouse Unit #14 SW SW Section 10, Tl l S, R23E
Rockhouse Unit #13 SW NW Section 10, TllS, R23E

2. Production facilities -

Rockhouse Unit #4 SE NW Section 9, Tl l S,R23E
Rockhouse Unit #12 SW SE Section 9, TllS,R23E
Rockhouse Unit #14 SW SW Section 10, T11S, R23E
Rockhouse Unit #13 SW NW Section 10, Tll S, R23E

3. Oil gathering lines - None.
4. Gas gathering lines -

SE 1/4 Section 9, TllS,R23E.
SW 1/2 Section 10, TllS, R23E
SE 1/4 Section 10, TllS, R23E

B. New Facilities Contemplated

1. All production facilities will be located on the disturbed (cut) portion of
the well pad and at a minimum of fifteen (15) feet from the toe of the
backout.

2. Production facilities will require an area approximately 300' X 150'. A
diagram showing the proposed production facility layout will be
submitted to the Authorized Officer via Sundry Notice (Form 3160-5) for
approval prior to commencement of installation operations. All loading
lines will be placed inside the berm surrounding the tank battery. All off
lease storage, off lease measureme11t, or commingling on lease or off lease
will have prior written approval from the AO. Gas meter runs for each
well will be located within 500 feet of the wellhead. The gas flowline
will be buried or anchored down from the wellhead to the meter and
within 500 feet downstream of the meter run or any production facilities.
Meter runs will be housed and/or fenced. The oil and gas measurement
facilities will be installed on the well location. The oil and gas meters
will be calibrated in place prior to any deliveries. Tests for meter
accuracy will be conducted monthly for the first three months on new
meter installations and at least quarterly thereafter. The AO will be
provided with a date and time for the initial meter calibration and all
future meter proving schedules. A copy of the meter calibration reports
will be submitted to the Vernal District Office. All meter measurement
facilities will conform with Onshore Oil & Gas Order No. 4 for liquid
hydrocarbons and Onshore Oil & Gas Order No. 5 for natural gas
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measurement. The use of materials under BLM jurisdictionwill conform
to 43 CFR 3610.2-3.

3. Production facilities will be accommodated on the well pad.
Construction materials needed for installation of the production facilities
will be obtained from the site; any additional materials needed will be
purchased from a local supplier as required. A dike will be constructed
completely around the production tanks. The dikes will be constructed of
compacted subsoil, be impervious, hold the capacity of the largest tank
plus one foot of free board, and be independent of the back cut.

4. All permanent above the ground structures, tank batteries, etc., that will
remain longer than six months will be painted Juniper Green. The
exception being that safety rules and regulations will be complied
with where special safety colors are required.

5. The pipeline for Rockhouse Unit #17 will be laid to the south and west to
tie into the gathering system in approximately the NW NE Section 16,
TllS, R23E . Refer to Map "B".

C. Pit Fences

a. All pits will be fenced "Sheep-Tight" with 39-inch woven wire and one
(1) top stand of barbed wire.

b. The net wire shall be no more than 2-inches above the ground. The
barbed wire will be 3-inches above the net wire. Total height of the
fence shall be at least 42 inches.

c. Corner posts will be braced in such a manner to keep the fence tight at all
times.

d. Standard steel, wood, or pipe posts will be used between the corner
braces. The maximum distance between any two posts will be no greater
than 16 feet.

e. All wire will be stretched before it is attached to the corner post by
means of a stretching device.

D. During drilling and subsequent operations, all equipment and vehicles will be
confined to the access road and any additional areas which may be specified in
the approved Application for Permit to Drill.

E. Reclamation of disturbed areas no longer needed for operations will be
accomplished by grading, leveling, and seeding with: Fourwing Saltbrush (6
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lbs/acre); Beardless Bluebunch Wheatgrass (5 lbs/acre); Yellow Sweetclover (1
lbs/acre) Total of 12 lbs/acre.

5. Location and Type of Water Supply:

Water to be used for drilling this well will be hauled by truck over road marked in
green on Map A.

A. The primary water source will be under State of Utah Water Right Number
49-1547 and Water Right Number 49-1548 from wells :

Rainbow Unit #2-A
NESW, S 18, T11S,R24E

Rainbow Unit #5
S/2, S 6, TllS,R24E

Rockhouse Unit #5-A
SWSE, S 13, TllS,R23E

B. Secondary water source will be:

From Bitter Creek located approximately SW NW SW Section 25, Tl l S,R23E

C. The tertiary water source will be:

Purchased from Vernal City water system andhauled to well site on the roads
shown on Map A from Bonanza, Utah.

6. Source of Construction Materials:

A. No construction materials will be needed for well pad construction; surface and
subsurface soils will be sufficient. Refer to Item #2F regarding construction
materials which may be required on the access road.

B. No construction materials will be taken from Federal and/or Indian lands without
prior approval from the appropriate Surface Management Agency.

C. If production is established, any construction materials required for surfàcing of
the access road and installation of production facilities will be purchased from a
local supplier having an approved (permitted) source of materials in the area.
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D. No new access roads for construction materials will be required.

7. Methods of Handling Waste Materials:

A. Cuttings - the cuttings will be deposited in the reserve pit.

B. Drilling fluids - including salts and chemicals will be contained in the reserve pit
and allowed to evaporate. The reserve pit will be designed to prevent the
collection of surface runoff and will be constructed with a minimum of one half
(1/2) the total depth below the original ground level at the lowest point in the
pit.

C. Produced fluids - hydrocarbons produced during completion operations will be
placed in test tanks on the location. Water produced during completion
operations will be put into the reserve pit according to Onshore Operating Order
#7 (formerly NTL-2B). At first production, produced water will be confined to
the reserve pit or storage tanks for a period not to exceed ninety ( 90 ) days.
During that 90 day period, in accordance with Onshore Order No. 7, an
application for approval of a permanent disposal method and location, along with
required water analysis, will be submitted to the AO for approval. Any spills of
oil, gas, salt water, or other potentially hazardous materials will be cleaned up
and immediately removed to an approved disposal site.

D. Sewage - portable, self contained chemical toilets will be provided for human
waste disposal. The toilet holding tanks will be pumped as necessary, and the
contents thereof disposed of at an approved sewage disposal facility under permit
#91-0120 from Uintah District Health Department.

E. Garbage and other waste material - garbage, trash, and other waste material will
be collected in a portable, self contained and fully enclosed trash cage during
drilling and completion operations. Upon completion of operations (or as
needed) the accumulated trash will be disposed of at an authorized sanitary
landfill. No trash will be placed in the reserve pit. No burning will be allowed.

F. Immediately after removal of the drilling rig, all debris and waste materials not
contained in the trash cage will be cleaned up and removed from the well
location. No adverse materials will be left on the location. Any open pits will
be fenced during drilling operations and the fencing maintained until such time
as the pits are backfilled.
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8. Ancillary Facilities:

None anticipated.

9. Wellsite Layout:

A. Figure #1 shows the drill site layout as staked. Cross sections have been drafted
to visualize the planned cuts and fills across the location (refer to Figure #2). A
minimum of six (6) inches of topsoil will be stripped from the location
(including areas of cut, fill, and/or subsoil storage) and stockpiled for future
reclamation of the well site. Refer to Figure #1 for the location of the topsoil
stockpiles.

B. Figure #1 is a diagram showing the rig layout. No permanent living facilities
are planned. There will be approximately four (4) trailers on location: one each
for the drilling engineer, geologist, mud logger, and toolpusher.

C. A diagram showing the proposed production facility layout will be submitted to
the Authorized officer via Sundry Notice (Form 3160-5) for approval prior to the
commencement of installation operations (Refer to Item #4B for additional
information in this regard).

D. If porous soil or fractured rock is encountered during the excavation of the
reserve pit, an inspection will be requested in order to ascertain the necessity of
the installation of a pit liner. In the event of competent soils, a pit liner will not
be installed.

E. No silt catchment dams or basins will be required.

10. Plans for Reclamation of the Surface:

A. If production is established, the unneeded areas of the location will be reclaimed
as soon as the reserve pit has dried or no later than 6 months, whichever is
sooner. If a plastic reinforced liner is used, it will be torn and perforated before
backfilling of the reserve pit. The reserve pit will be cleaned of any cans,
barrels, pipe, etc. prior to reclaiming. All waste materials will be disposed of
immediately upon termination of drilling and completion activities. The reserve
pit and portion of the location not needed for production facilities or operations
will be recontoured to the approximate natural contours.

B. Upon completion of backfilling, leveling and recontouring all disturbed surfàces
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(including the access road and well pad areas) will be scarified (ripped) and the
stockpiled topsoil will be evenly spread over the reclaimed area(s). The seed bed
will be prepared by disking on the contour to an approximate depth of four (4) to
six (6) inches, leaving no depressions that would trap water or form ponds.

C. All disturbed surfaces (including the well pad and access road) will be reseeded
using the seed mixture referenced in Paragraph #4 E.

Seed will be drilled on the contour with the seed drill set at a depth of one half
(1/2) inch. Fall seeding will be completed after September 1 and prior to ground
frost. Spring seeding, to be effective, will be completed after the frost has left
the ground and prior to May 15.

D. Three sides of the reserve pit will be fenced "sheep tight" prior to
commencement of drilling operations and the fourth side will be fenced
immediately upon removal of the drilling rig. Said fencing will consist of
39-inch woven wire with one (1) top strand of barbed wire. Corner braces will
be installed to assure tight fencing in order to protect livestock and wildlife.
Please refer to item #4C for additional information regarding the actual
fencing specifications.

E. Immediately upon well completion, any hydrocarbons on the pit shall be
removed in accordances with 43 CFR 3162.7-1.

F. Reclamation operationswill begin after the drilling rig has been removed.
Removal of oil or other adverse substances will begin immediately or the
affected area(s) will be flagged and/or fended. Other clean up will be done as
needed. Reseeding activities are considered best in the Fall, 1996, unless
requested otherwise.

11. Surface Ownership:

The well site and proposed access road route are situated on surface estate owned
by the United States of America and administered by:

Area Manager
Vernal District Office
Bureau of Land Management
170 South 500 East
Vernal, Utah 84078
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12. Other Information:

A. Topography: Rolling hills and shallow valleys.

B. Soil characteristics: Rocky and sandy shale.

C. Flora: +/- 30% coverage of land with sage brush, bunch grass, prickly pear
cactus, etc.

D. Fauna: Domestic sheep. Mule deer, elk, rabbits, coyotes and rodents.

E. Surface use: Wildlife management and livestock grazing.

F. Surface ownership: Location and roads Federal.

G. Proximity of Water, Occupied Dwellings, Archaeological, Historical, or Cultural
Sites:

1. The closest source of permanent water is the White River, located
approximately 3 miles to the north.

2. Occupied dwellings: None.
3. There are no known archaeological, historical, or cultural sites, which are

potentially eligible for inclusion in the National Register of Historical
Places, that will be disturbed by this proposed drilling operation.

United Utilities Corporation will be responsible for informing all persons
associated with this project that theÿ shall be subject to prosecution for
damaging, altering, excavating or removing any archaeological,
historical, or vertebrate fossil objects or site(s).

If archaeological, historical, or vertebrate fossil materials are
discovered,United Utilities Corporation will suspend all operations that
further disturb such materials and immediately contact the Authorized
Officer, Bureau of Land Management. Operations will not resume until
written authorization to proceed is issued by the Area Manager, Vernal
Resource Area Office, Bureau of Land Management.

Within five (5) working days, the Authorized Officer will evaluate the
discovery and inform United Utilities Corporation of actions that will be
necessary to prevent loss of significant cultural or scientific values.
United Utilities Corporation will, at any time, have the option to relocate
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activities to avoid the expense of mitigation and/or the delays associated
with this process at which time, the Administrative Officer will assume
responsibility for whatever recordation and stabilization of the exposed
materials which may be required. Otherwise, United Utilities Corporation
will be responsible for mitigation costs. The Authorized Officer will
provide technical and procedural guidelines for the conduct of mitigation.
Upon verification from the Authorized Officer that the required
mitigation has been completed, United Utilities Corporation will be
allowed to resume operations.

13. Lessee's or Operator's Representative and Certification:

Representative:
Durrell Karren, Field Superintendent
625 North 100 West
Vernal, Utah 84078
Phone (808) 789-2772 (801) 828-8516

Terry J. Cox, Consulting Engineer
Suite 1120
1050 17th Street
Denver, Colorado 80265
Phone (303) 892-9120 (801) 828-8384 or (801) 828-8771

Contact the above for any additional information which may be required for
approval of this Application for Permit to Drill.

All lease and/or unit operations will be conducted in such a manner that full compliance
is made with all applicable laws, regulations, Onshore Oil and Gas Orders, the approved
plan of operations, and any applicable Notice to Lessees.

United Utilities Corporation will be fully responsible for the actions of their
subcontractors. A copy of these conditions will be furnished to the field
representative(s) to ensure compliance.

The dirt contractor will be provided with a copy of the Surface Use and Operations Plan
from the approved Application for Permit to Drill.
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SELF CERTIFICATION FOR APPLICATION FOR PERMIT TO DRILL

I hereby certify that United Utilities Corporation is authorized by the proper Lease
Interest Owners to conduct lease operations associated with the Application for Permit
to Drill the Rockhouse Unit #17 NW 1/4 NW 1/4 Section 15, Tl1S, R23E, lease
UTU-0779. Bond coverage pursuant to 43 CFR 3104 for lease activities is being
provided by United Utilities Corporation under Statewide Bond #UT-1028 and United
Utilities Corporation will be responsible for compliance with all terms and conditions of
that portion of the lease associated with this Application for Permit to Drill.

HAZARDOUS MATERIAL DECLARATION FOR APPLICATION FOR PERMIT TO DRILL

No chemical subject to reporting under SARA Title III in an amount equal to or greater
than 10,000 pounds will be used, stored, transported, or disposed of annually in
association with the drilling of the Rockhouse Unit #17. Furthermore, no extremely
hazardous substances, as defined in 40 CFR 355, in threshold planning quantities will be
used, produced, stored, transported, or disposed of in association with the drilling of this
well.

I hereby certify that I, or persons under my direct supervision, have inspected the
proposed drill site and access route; that I am familiar with the conditions which
currently exist; that the statements made in this plan are, to the best of my knowledge,
true and correct; and that the work associated with the operations proposed herein will
be performed by United Utilities Corporation, their contractors and subcontractors in
conformity with this plan and the terms and conditions under which it is approved. This
statement is subject to the provisions of 18 U.S.C. 1001 for the filing of a false
statement.

Date Terry J. Cox
Agent for United Utilities Corporation
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UN D STATES svauro m Tarrr:wdTE*

DEPARTMENT OF THE INTERIOR ve°r'A'sidenstructionson re-

GEOLOGICAL SURVEY
5. LEASE DESIGNATION AND SERIAL NO.

APPLICATION UTU-0779
FOR PERMIT TO DRILL, DEEPEN, OR REENTER AND OPERATE 6.IFINDIAN,ALLOTTEEORTRIBENAME

la. TYPE OF WORK NA
DRILL2 DEEPEN REENTER I. UNIT AGREEMENT NAME

b.TYPE OF WELL Rockhouse Unit
W

LLL
W

SLL
OTHER

SINNELE M EIPLE 8. FARM OR LEASE NAME

2. NAME OF OPERATOR PHONE No. Rockhouse Unit Federal
United Utilities Corporation 9. WELLNO.

3 ADDRESS OF OPERATOR
625 North 100 West Vernal, Utah 84078 10. FIELD AND POOL, OR WILDCAT

4. LOCATION OF WELL (Report location clearly and in accordance with any State requirements.) Rockhouse Gas Field
At surface

2,635' FSL & 217' FEL Section 9, T11S, R23E 11.SENCDSUÄVR OARR

Atproposedprod.zone Same Sec, 9, T11S, R23ES,L,B,&M

14. DIsTANCE IN MILES AND DIRECTION FROM NEAREST TOWN OR POST OFFICE 12. COUNTY 13. STATE

Approximately 34 miles from Bonanaza . Utah IN, =b Ut2h
15, DISTANCE FROM PROPOSED LOCATION TO NEAREST PROPERTY 16. NO. OF ACRES IN LEASE 17. NO. OF ACRES AND/OR DRILLING UNIT ASSIGNED

OR LEASE LINE, FT· 2 635 ' 2 442 TO THIS WELL 160(Also to nearest drig. line, if any) i

E FROM PROPOSED LOCATION 19. PROPOSED DEPTH 20. RoTARY oR CABLE TOOLS
TO NEAREST WELL, DRILLING, COMPLETED• 1 585 ' 5 800 ROR APPLIED FOR, ON THIS LEASE, FT. E p Otary

21. ELEVATIONS (Show whether DF, RT, GR, etc.) 22. APPROX. DATE WORK WILL START
6,115 GR June 20, 1996

23.
PROPOSED CASING AND CEMENTING PROGRAM

SIZE OF HOLE SIZE OF CASING WEIGHT PER FOOT SETTING DEPTH QUANTITY OF CEMENT

12 1/4 9 5/8 36 250 D0 ax to surface
7/8 ..4 1/2 10, 5 5,880 1,030 sx to surface

t achmen s to this APD
1. Surveyor ' s location plat
2. Wel11 Control Plan
3, Surface use and operating plan
4, Maps & diagrams
5. Self certification statement
6. Hazardous materials declaration

DIV.CF OlL,GAS MEG

IN ABOVE SPACE DESCRIBE PROPOSED PROGRAM: If proposal is to deepen or reenter and operate, give data on present productive zone and
proposed new productive zone. If proposal is to drill or deepen directionally, give pertinent data on subsurface locations and measuredandtrue ver-

tical depths. Give blowout preventer program, if any.

24.

SIGNED TITLEA Cut CoueulLius Engineet °^

(This space for Federal or State Office use)

AER T NED

TITLF DATE

CONDITIONS OF APPROVAL, ANY:

See Instructions On Reverse



UMTE D UTILITIEN CORP.
WELL LOCATION: ROCKHOUSE #17, LOCATEDAS SHOWN
IN THE NE 1/4 SE 1/4 OF SECTION 9, T11S, R23E,
S.L.B.&M., UlNTAH COUNTY, UTAH.

T 1 1 S, R 2 3 E, S. L. B. &M.

N89°52°W
- 80.02 (G.L.O.)

o
z

PROPOSED LOCA710N:
'o' ROCKHOUSE/17 f^riece

ELEV UNGRADED GROUND = 6115.4 STONES

o
z

N89°49'W
- 80.48 (G.L.O.)

BRASS CAP e
P/LE OF
s rowes •

BASIS OF ELEVATION
SPOT ELEVATION FROM A BENCHMARK LOCATED ON
THE NORTH LINE OF SECTION 17, T115, R23E,
S.L.8.&M. TAKEN FROM THE ARCHY BENCH SE
QUADRANGLEPUBLISHED BY THE U.S.G.S. SAID
ELEVATION IS MARKED AS BEING 6054 FEET.

THIS IS TO CERTIFY THAT THE PLAT HEREON WAS PREPARED FROM FIELO NOTES
OF ACTUAL SURVEYS MADE BY ME OR UNDER MY DIRECTSUPERVISION. THAT
THE SAME HAS BEEN CORRECTLYSURVEYEDAND STAKED ON THE CROUND AS Reston asuer Vernon .a Associates. Inc.

SHOWN ON THIS PLAT AND THAT THE SAME ARE TRUE AND CORRECT TO THE The hagneering Group

BEST OF MY KNOWLEDGEAND BELIEF- maa.,n.s n.----a ---.

DATE SURVEYED: 5-9-96 DRAWN BY: REH

) -- i nad - ¾ SURVEYED BY: M.W. T.V. DATE DRAWN5-13-96
VIN L. WALKER

RECISTEREDLAND SURVEYoR WEATHER: WARM NOTES:
RECISTRATION NO. 174894 re or *

STATE OF UTAH SCALE: 1" = 1000' FILE: ROCKHOUSE



WORKSHEET
APPLICATION FOR PERMIT TO DRILL

APD RECEIVED: 05/28/96 API NO. ASSIGNED: 43-047-32760

WELL NAME: FEDERAL 17
OPERATOR: UNITED UTILITIES (N6360)

PROPOSED LOCATION: INSPECT LOCATION BY: | |
NESE 09 - T11S - R23E
SURFACE: 2635-FSL-0217-FEL TECH REVIEW Initials Date
BOTTOM: 2635-FSL-0217-FEL
UINTAH COUNTY Engineering
ROCKHOUSE FIELD (670)

Geology
LEASE TYPE: FED
LEASE NUMBER: UTU - 0779 Surface

PROPOSED PRODUCING FORMATION: WSTC

RECEIVED AND/OR REVIEWED: LOCAT N AND SITING:

Plat R649-2-3. Unit: Ñoe,X2oust
Bond: Federal[g~State[] Fee[]

(Number gy- iogg ) R649-3-2. General.
Potash (Y/N)
Oil shale (Y/N) R649-3-3. Exception.
Water permit

(Number 41-/f9f ) Drilling Unit.

rL RDCC Review (Y/N) Board Cause no:
(Date: ) Date:

COMMENTS:



UNITED UTILITIESCORP.
ROCKHOUSE UNIT DEVELOPMENT
SECTIONS 9 & 15, T11S, R23E
UINTAH COUNTY, UAC R649-3-3

ROCK HOUSE UNIT

FEDERAL 17
WSTC

I
MVRD

PEDERAL 16

WSTC

MVRD

1 XXXXX

I WSIC

i
I

I
MYRD KXXXX

WSTC

I

ROCK HOUSE FIELD
I

PREPARED:
DATE:
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State of UtahO DEPARTMENT OF NATURAL RESOURCES
DIVISION OF OIL, GAS AND MINING
355 West North Temple

Michael O. Leavitt
Govemor 3 Triad Center, Suite 350

Ted Stewart Salt Lake City, Utah 84180-1203

Executive Director 801-538-5340

James W. Carter 801-359-3940 (Fax)
Division Directar 801-538-5319 (TDD)

June 4, 1996

United Utilities Corporation
625 North 100 West
Vernal, Utah 84078

Re: Federal 17 Well, 2635' FSL, 217' FEL. NE SE. Sec. 9.
T. 11 S., R. 23 E.,Uintah County. Utah

Gentlemen:

Pursuant to the provisions and requirements of Utah Code
Ann. 40-6-1 et seq., Utah Administrative Code R649-3-1 et seq.,
and the attached Conditions of Approval, approval to drill the
referenced well is granted.

This approval shall expire one year from the above date
unless substantial and continuous operation is underway, or a
request for extension is made prior to the expiration date. The
API identification number assigned to this well is 43-047-32760.

Associate Director

lwp
Enclosures
cc: Uintah County Assessor

Bureau of Land Management, Vernal District Office



Operator: United Utilities Corporation

Well Name & Number: Federal 17

API Number: 43-047-32760

Lease: UTU-Q779

Location: NE SE Sec. 9 T· 11 S, R. 23 E.

Conditions of Approval

1. General
Compliance with the requirements of Utah Admin. R. 649-1 et
seq., the Oil and Gas Conservation General Rules, and the
applicable terms and provisions of the approved Application

for Permit to Drill.

2. Notification Requirements
Notify the Division within 24 hours following spudding the
well or commencing drilling operations. Contact Jimmie
Thompson at (801)538-5340.

Notify the Division prior to commencing operations to plug
and abandon the well. Contact Frank Matthews or Mike
Hebertson at (801)538-5340.

3. Reporting Requirements
All required reports, forms and submittals shall be promptly
filed with the Division, including but not limited to the
Entity Action Form (Form 6), Report of Water Encountered
During Drilling (Form 7), Weekly Progress Reports for
drilling and completion operations, and Sundry Notices and
Reports on Wells requesting approval of change of plans or
other operational



UNIJ STATES St'BMIT IN TRIP .TE•
(Other instruegons n re-

DEPARTMENT OF THE INTERIOR verseside

GEOLOGICAL SURVEY
. LEASE DESIGNATION AND SERIAL NO.

APPLICATION 47,9
FOR PERMIT TO DRILL, DEEPEN,OR REENTERAN TE FINDIAN,ALLOTTEEORTRIBENAME

la. TYPE OF WORK

DRILLB DEEPEN REENTERO 01BLM g NIT AGREEMENT NAME

b.TYPE OF WELL 4 Utah Rockhouse Unit
ELLL

LL O OTHER
SINNELE

N
IPLE O , 8. FARM OR LEASE NAME

2. NAME OF OPERATOR Rockhouse Unit Federal
United Utilities Corporation 9. WELLNO.

3. ADDRESS OF OPERATOR

625North 100 West Vernal, Utah 84078 10.FIELDANDPOOL,ORWILDCAT

4. LoCATION OF WELL (Report location clearly and in accordance with any State requirements.) Rockhouse Gas Field
At surface

2,635' FSL & 217' FEL Section 9, T11S, R23E
11.SENCDSUÑVR OARR

Atproposedprod.zone Same Sec. 9, T11S, R23ES.L.B.&E

14. DISTANCE IN MILES AND DIRECTION PROM NEAREST TOWN OR POST OFFICE 12. COUNTY 13. STATE

Approximately 34 miles from Bonanaza, Utah Ilin eh Ut2h
15, DISTANCE FROM PROPOSED LOCATION TO NEAREST PROPERTY 16. NO. OF ACRES IN LEASE 17. NO. OF ACRES AND/OR DRILLING UNIT ASSIGNED

OR LEASE LINE, FT· 2 635 ' 2 442 TO THIS WELL 160(Also to nearest drig. line, if any) i :

18. DISTANCE FROM PROPOSED LOCATION 19. PROPOSED DEPTH 2Û.ROTARY OR CABLE TOOLS
TO NEAREST WELL, DRILLING, COMPLETED, 1 585 ' 5 800 ROR APPLIED FOR, ON THIS LEASE, FT. > p Otary

21. ELEVATIONS (Show whether DF, RT, GR, etc.) 22. APPROX. DATE WORK WILL START

6,115 GR June 20, 1996
23.

PROPOSED CASING AND CEMENTING PROGRAM

SIZE OF HOLE SIZE OF CASING WEIGHT PER FOOT SETTING DEPTH QUANTITY OF CEMENT

12 1/4 9 5/8 36 250 150 ex to surfare
7 7/8 4 1/2 10,5 5,880 ,1,030 sx to surface

Attachments to this APD:
1. Surveyor's location plat RECEIVED2. Wel11 Control Plan
3. Surface use and operating plan ÑÊAŸ$ $ Î$$$
4. Maps & diagrams
5. Self certification statement G 0 5 1996
6. Hazardous materials declaration

DIV.OFOIL,GAS& MINING

IN ABOVE SPACE DESCRIBE PROPOSED PROGRAM: If proposal is to deepen or reenter and operate, give data on present productive zone and
proposed new productive zone. If proposal is to drill or deepen directionally, give pertinent data on subsurface locations and measuredandtrue ver-

tical depths. Give blowout preventer program, if any.

(This space for Federal or State Office use)

PERMITNO APPPOVAT DATF

AssistantFieldManager gg
APPROVED TITI.x hiineralResourCAR DATE

co &

CONDITIONSOFAPP2 LATTACHED
See Instructions On Reverse
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Well No.: Rockhouse Unit #17

CONDITIONSOF APPROVAL
APPLICATIONFOR PERMITTO DRILL

Company/Operator: United UtilitiesCorporation

Well Name & Number: Rockhouse Unit Federal #17

API Number: 43-047-32760

Lease Number: U - 0779

Location: NESE Sec. .._09_ T.11S R.
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CONDITIONSOF APPROVAL FOR NOTICETO DRILL

Approval of this application does not warrant or certify that the applicant holds legal or
equitabletitleto those rights in the subject lease which would entitle the applicantto conduct
operations thereon.

Be aware fire restrictions may be in effect when location is being constructed and/or when well
is being drilled. Contact the appropriateSurface Management Agency for information.

A. DRILLINGPROGRAM

1. Estimated Depth at Which Oil, Gas, Water, or Other Mineral Bearinq Zones are
Expected to be Encountered

Report i water shows and water-bearing sands to Tim Ingwellof this officeprior to
setting the next casing string or requesting plugging orders. Faxed copies of
State of Utah form OGC-8-X are acceptable. If noticeable water flows are detected,
submitsamples to this officealongwithany water analyses conducted.

All usable water and prospectively valuable minerals (as described by BLMat onsite)
encountered during drilling,willbe recorded by depth and adequately protected. AIIoil
and gas shows willbe tested to determine commercial potential.

2. Pressure Control Equipment

The BOP and related equipmentshall meet the minimum requirements of Onshore Oil
and Gas Order No. 2 for equipmentand testing requirements, procedures, etc., for a
3M system and individualcomponents shall be operable as designed. Chart recorders
shall be used for all pressure tests.

Test charts, with individual test results identified, shall be maintained on location while
drillingand shall be made availableto a BLMrepresentativeupon request.

If an air compressor is on location and is being utilized to provide air for the drilling
medium while drilling,the special drillingrequirementsin Onshore Oil and Gas Order
No. 2, regarding air or gas drillingshall be adhered to. If a mist system is being utilized
then the requirement for a deduster shall be waived.

3. Casinq Program and AuxiliaryEquipment

Surface casing shall have centralizerson the bottom three joints,with a minimum of
one centralizerper joint.

As a minimum, the usable water and oil shale resources shall be isolated and/or
protected by having a cement top for the production casing at least 200 ft. above the
top of the Mahogany oilshale, identified at 1,415 ft. Ifgilsonite is encountered while
drilling, it shall be isolated and/or protected via the cementing
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4. Mud Program and Circulatinq Medium

Hazardous substances specificallylisted by the EPA as a hazardous waste or
demonstrating a characteristicof a hazardous waste willnot be used in drilling,testing,
or completionoperations.

No chromate additiveswillbe used in the mud system on Federal and Indian lands
without prior BLMapprovalto ensure adequate protection of fresh water aquifers.

5. .Corina, Locaina and Testina Program

Daily drillingand completion progress reports shall be submitted to this office on a
weekly basis.

All DrillStem tests (DST) shall be accomplishedduring daylight hours, unless specific
approvalto start during other hours is obtained from the AO. However, DSTs may be
allowed to continueat night if the test was initiated during daylight hours and the rate
of flow is stabilizedand if adequate lighting is available (i.e., lighting which is adequate
for visibilityand vaporproof for safe operations). Packers can be released, but tripping
should not begin before daylight unless prior approval is obtained from the AO.

A cement bond log (CBL)willbe run from the production casing shoe to ± 1,215 ft.
and shall be utilized to determine the bond quality for the production casing. Submit a
field copy of the CBL to this office.

6. Notifications of Operations

No location willbe constructedor moved, no wellwillbe plugged, and no drillingor
workover equipmentwillbe removed from a well to be placed in a suspended status
without prior approvalof the AO. If operations are to be suspended, prior approval of
the AO willbe obtained and notificationgiven before resumption of operations.

Operator shall report production data to MMS pursuant to 30 CFR 216.5 using form
MMS/3160.

Immediate Report: Spills, blowouts, fires, leaks, accidents, or any other unusual
occurrences shall be promptly reported in accordance with the requirements of NTL-3A

or its revision.

If a replacement rig is contemplated for completionoperations, a "Sundry Notice"
(Form 3160-5) to that effectwillbe filed, for prior approvalof the AO, and all conditions
of this approved plan are applicableduring all operationsconductedwith the
replacement
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Well No.: Rockhouse Unit #17

The date on which production is commencedor resumed willbe construed for oilwells
as the date on which liquid hydrocarbons are first sold or shipped from a temporary
storage facility,such as a test tank, and for which a run ticket is required to be
generated or, the date on which liquid hydrocarbons are first produced into a
permanent storage facility, whichever first occurs; and, for gas wells as the date on
which associated liquid hydrocarbons are first sold or shipped from a temporary
storage facility, such as a test tank, and for which a run ticket is required to be
generated or, the date on which gas is first measured throughpermanent metering
facilities, whichever first occurs.

Should the wellbe successfullycompletedfor production, the AO willbe notifiedwhen
the well is placed in a producing status. Such notification willbe sent by telegram or
other written communication,not later than five (5) days followingthe date on which
the well is placed on production.

Gas produced from this well may not be vented or flared beyond an initial authorized
test period of 30 days or 50 MMCFfollowingits completion,whicheveroccurs first,
without the prior written approvalof the Authorized Officer. Should gas be vented or
flared without approval beyond the authorized test period, the operator may be directed
to shut-in the well untilthe gas can be captured or approvalto continueventing or
flaring as uneconomicis granted and the operator shall be required to compensate the
lessor for that portion of the gas vented or flared without approvalwhich is determined
to have been avoidably lost.

A schematic facilities diagram as required by 43 CFR 3162.7-2, 3162.7-3, and 3162.7-

4 shall be submitted to the appropriateDistrictOffice within thirty(30) days of
installation or first production, whichever occurs first. AIIsite securityregulationsas
specifiedin Onshore Oil & Gas Order No. 3 shall be adhered to. AIIproduct lines

enteringand leaving hydrocarbon storage tanks willbe effectively sealed in
accordance with43 CFR 3162.7-4.

No well abandonment operationswillbe commencedwithout the prior approval of the
AO. In the case of newly drilled dry holes or failures, and in emergency situations,oral
approval willbe obtained from the AO. Final abandonment willnot be approved until
the surface reclamation work required by the approved APD or approvedabandonment
notice has been completed to the satisfaction of the AO or his representative, or the
appropriate Surface Managing Agency.

7. Other Information

There willbe no deviation from the proposed drillingand/or workover program without
prior approvalfrom the AO. Safe drillingand operating practices must be observed.
Allwells, whether drilling,producing, suspended, or abandoned willbe identified in
accordance with 43 CFR
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EPA'S LIST OF NONEXEMPTEXPLORATIONAND PRODUCTIONWASTES

While the followingwastes are nonexempt, they are not necessarily hazardous.

Unused fracturing fluids or acids

Gas plant cooling tower cleaning wastes

Painting wastes

Oil and gas service company wastes, such as emptydrums, drum rinsate, vacuum truckrinsate,
sandblast media, painting wastes, spend solvents, spilledchemicals, and waste acids

Vacuum truck and drum rinsate from trucks and drums, transportingor containingnonexempt
waste

Refinery wastes

Liquid and solidwastes generated by crude oil and tank bottom reclaimers

Used equipment lubrication oils

Waste compressor oil, filters, and blowdown

Used hydraulic fluids

Waste solvents

Waste in transportationpipeline-related pits

Caustic or acid cleaners

Boiler cleaning wastes

Boiler refractory bricks

incinerator ash

Laboratory wastes

Sanitary wastes

Pesticide wastes

Radioactive tracer wastes

Drums, insulation and miscellaneous
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SURFACE USE PROGRAM
Conditions of Approval (COAs)

-No vehicle travelwillbe allowedoffof the existingroads or ROW.

-The topsoiland trees willbe windrowed on the north end of the location between stakes 2
and 4.

-BLM personnel or a qualified paleontologist shallbe present to monitoraccess road construction
across formations known to contain significantpaleontologic resources. Due to increasing
workloadsand decreasing staffs, BLMpersonnel may not be able to meet companytimeframes.
The company may at their choosing hire a paleontologist acceptable to the BLM.

-Three 18" culvertsand two low water crossings willbe installed at designated locations along
the access road.

-The reserve pit shall be constructedso as not to leak, break, or allowdischarge. To make this
possible the pit willbe lined witha plastic nylonreinforcedliner of at least 12 mils in thickness.
The pitwillbe bedded withsufficientbedding ofstrawor fine soilto prevent rocks from puncturing
the liner. The liner willoverlap the pit wallsand be covered withdirt and/or rocks to hold it in
place. No trash, scrap pipe,etc., the couldpuncture the linerwillbe disposed of in the pit. More
stringentprotective requirement may be deemed necessary by the



DIVISION OF OIL, GAS AND MINING

SPUDDING INFORMATION

Name of Company: UNITED UTILITIES

Well Name: FEDERAL 17

Api No. 43-047-32760

Section 9 Township 11S Range 23E County UINTAH

Drilling Contractor NABORS

Rig #: 908

SPUDDED:

Date: 8/9/96

Time:

How: DRY HOLE

Drilling will commence:

Reported by: D. HACKFORD-DOGM

Telephone #:

Date: 8/9/96 Signed:



STATEOF UTAN
01VlSl00 Of cit, GAS ANDNINING OPERATOR IniITED UTILITIES COIUP OPERATORACCT. NO. N 6360
ENTITYACTION FORH - Tonn 6 ADDREss 747n unnmãAV RTTTTP 3&O

HAIT TAN 11K 77063-1520

ACTION CURRE'NT NEW API NUMBER MELLNAHÊ SPUD (CTIVECODE ENTITY NO. ENTITYNO. QQ S TP RG COUNTY OATE DATEB 02025 -- 43-047-32760 ROCKHOUSE #17 NEE 09 11S 23E UINTAH 8-5-96
WELL1 COMMENTS:

c ¿CL

WELL2 COMMENTS:

WELL3 COHMENTS:

WELL4 CONNENTS:

WELL5 CDHNENTS:

ACfl0N CODES(See instructions on back of.form)
A - Establish new entity for new well (single well only) cana / )(§Û ¢LP8 - Add new well to existing entity (group or unit well) SigngreC - Re-assign wel3 from one existing entity to anotherexisting entity : (f e8-23-96D - Re-assign well from one ex.isting entity to a new entityE - Other (explain in comments section) Title

. Date '
NOTE: Use CONHENTsection to explain why each Action Code was selected. > Phone No. (801 1789-2772
(3/89)

OfV.OFOIL,GAS&



Form 3160-4 Form approved.

','"'i,',ii, Ui.
. FED ST ATES SUBMIT IN DUP Er Bud ts Aur No1, 11090845--0137

DEPARTMENT OF THE INTERIOR 5. LEASE DESluNATION AND SERIAL NO.

BUREAU OF LAND MANAGEMENT UTU-0779
--laim i

. IF INDIAN, ALLOTTEE OR TRIBM NAME

WELL COMPLETION OR RECOMPLETION NA
l. I NIT AGREEMENT NAME

b. TYPE OF COMPLETION: R6ckhouse Unit

'is""'O "?" O RO :" Oo OCTß 4 1996 ARM UR LEASE NAME

2. NAME OF OPERATOn sockhouse Unit
United Utilities Corporation e. w.es so.

3. ADDRESS OF UPERATOR OILUAN&MINING 17
19332 E. Tufts Circle Aurora, CO 80015 10. FIELD AND POOL, OB WILDCAT

4. LOCATION OF WELL. (Rfport l0CatiOR Cl€Œrly and in GCCordance with any State regtgire,,senta)• Rockhouse Gas Field Wasatch
At surface 2 , 635 ' FSL & 217 ' FEL Sec . 9 , T11S , R23E 11. SEC., T., R., M., OR BLOCK AND SURVEY

OR AREA

At top prod. interval reported below Section 9, T11S, R23E
Same S,L,B, & M.

At total depth
Same

I14. PERMIT NO. DATE ISSUED 12. COUNTY OR 13. STATE

4 bd 37'll/O|7/17/96 uin't? Utah
15. DATE SPCDDED 16. DATE T.D. REACHED 17. DATE COMPL. (Ready to prod.) 18. ELEVATIONS (DF, RKB, RT, Ga, ETC.). 19. ELEV. CASINGHEAD

8/15/96 8/20/96 10/10/96 6,127' RKB 6,115'
20. TorAL DEPTH, MD A TVD 21. PLUG, BACK T.D., MD A TVD 22. IF Affl.TIPI,E COMPL., 23. INTERVAI.8 ROTARY TOOLS CABLE TOOLS

HOW NIANT* DRILLED BY
5,800' MD 5,760'MD 0 - TD

24. FRODUCING INTERVAL(S), OF THIS COMPLETION-TOP, BOTTOM, NAME (MD AND TVD)* 26. WAS DIRECTIONAL
SURVEY MADE

4,780' to 5,370' Wasatch No
26. TTPE E CTRIC AND HER LOGS at'N 27. was wsLL conaD

CNL7FDC DIL CBL //-/7 'Ÿ/o No

28. CASING RECORD (Report all strings set in toell)

CASINO SIZE WEIGHT, LB./FT. DEPTH SET (MD) HOLE SIZE CEMENTING RECORD AMOUNT PULLED

9 h/8 J-55 36 272' 12 1/4 Surface 160 sx None
4 1/2 el-50 10.5 5,799' 7 7/8 510' 790 sx None

29. LINER RECORD 30. TUBING RECORD

SIZE TOP (MD) BOTTOM (MD) SACKS CEMENT* SCREEN (MD) SIZE DEPTH SET (MD) PACKER SET MD

2 3/8 4,766
.

I \
31. E o ATroN ascon (Ìntgvoi, size and number) 82. ACID, SHOT. FRACTURE, CEMENT SQUEEZE. ETC.

O
OSS

DEPTH INTERVAL (MD) AMOUNT AND KIND OF MÄTERIAL USED

5343-5349 89,000# eaud
4961-4967 0.53" 24 holes 5107-5113

.
53,000# sand

4875-4881 0.53" 24 holes 4961-4967;4875-t1 65,000# sd ; 90,000# ed
4810-4816 0.53" 24 holes 4810-4816 55,000# sd

33.* PRODUCTION
DATE FIRST PRODUCTION PRODUCTION METHOD (Flotoing, gas lift, pumping--size and type of pump) wsLL arAtus (Producing or

shut-in)
10/10/96 Flowing Producing

DATE OF TEST HOURS TESTED CHOKE SIZE PROD'N. FOR OIL--BBL. GAS-MCF. WATElt-BBL. GAS-OIL RATIO
TEST PERIOD

10/12/96 24 Open ---> 39 | 9,300 | 50 238,461
FLOW. TUBING PRESS. CASING PRESSURE CALCULATED OIL-BBL. GAS--MCF. WATE;R--HBL. OIL GRAVITY-API (CORR.)

24-nova RATE

500 1,700 -•-+ 39 9,300 50
34. DISPOSITION OF GAs (Sold, used for fuel, v¢nted, etc.) TzsT WITNESBED BT

Sold D. Williamson
35. LIST OF ATTACHMENTS

Logs under seperate cover
36. I hereby certify that the to i nd attached information is complete and correct as determined from all available records

SIGNED .--s--•-- TITI,EAzent-Consulting Engineer Daos 10/14/96

*(SeeInstructionsand Spacesfer Additional Data on ReverseSide)
I'itle 18 U.S.C. Section 1001, makes it a crime for any person knowingly and willfully to make to any department or agency of the
United States any false, fictitious or fraudulent statements or representations as to any matter within its
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FORM 10 - STATE OF UTAH
DIVISION OF OIL, GAS AND MINING 2

1594 West North Temple, Suite 1210. PO Box 145801, Salt Lake City, UT 84114-5801 Of

MONTHLY OIL AND GAS PRODUCTION REPORT

OPERATOR NAME AND ADDRESS:
UTAH ACCOUNT NUMBER· N6360

TAMARASEITER 12 / 96REPORT PERIOD (MONTH/YEAR):
UNITED UTILITIES CORP
·/670

WOODWAYSTE 340
HOUSTONTx 77063 AMENDED REPORT (Highlight Clmnges)

Well Name Producing Well Days Production Volumes

API Number Entity lheatiort Zone Status Oper OIL(BBL) GAS(MCF) WATER(BBL)
ROCKHOUSEUNIT 14
4304732521 02025 lis 23E 10 WSTC '
RocKHousE UNIT 13
4304732522 02025 I ls 23E 10 WSTC
ROCKHOUSEUNIT l2
4304732719 02025 lis 23E 9 WSTC
ROCKHOUSEUNIT 15
4304732734 02025 115 23E 9 WSTC

OCKHOUSENNIT 17 ·

4304732760 02025 115 23E 9 WSTC
RocKHousE UNIT 18
4304732762 02025 115 23E 16 WSTC

KHOUSE UNIT 1
04715809 10876 ils 23E 10 MVRD

304732634 11834 lis 23E 3 WSTC

4304732584 11906 Ils 23E 3 WSTC
ROCKHOUSE 3-0

GRRV

TOTALS

OMME .

hemoy certify that this report is true and complete to the best of my knowledge. Date

lame and Signature: Telephone Number



ROCK HOUSE UNI CIBilVE
Uintah County, Uta

EFFECTIVE: JANUARY 11, 19 i DiLGAS& MINING
e
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2 3 E
-- UNIT AGREEMENT (UTU63030X)
-- WASATCH - MESAVERDE PA wsTc-Msvo PA

ALLOCATION
AS CONTRACTED FEBRUARY 2, 1966 FEDERAL 89.7279%

STATE 10.2721%

6,230.45 ACRES 6,230.46



United StatesDepartment of the Interk
BUREAU OF LAND MANAGEMENT FEB 18 1997

Utah State Office '

Salt Lake
tEloUT458451545-0155

DIV.OFOIL,GAS&MINilG

¢ O P¾
February 12, 1997

CERTIFIED MAIL - RETURN RECElPT REQUESTED

United Utilitiesincorporated
Attn: John Lapaglia
7670 Woodway, Suite 340
Houston, Texas 77063

Re: Rock House Unit
Uintah County, Utah

Gentlemen:

We are in receipt of your notice of intent to resign as Unit Operator of the Rock House
Unit, effective March 3, 1997.

Please be advised that the resignation shall not become effective for a period of 6 months
after notice of intention to resign has been served by the Unit Operator on all working
interest owners and this office (February 10), unless a new unit operator is selected,
approved and has taken over and assumed the duties and obligations of unit operator
prior to the expiration of the six month period. The resignation of the unit operator shall
not release United Utilitiesincorporated from any liability for any default by it occurring
prior to the effective date of resignation.

Until a successor of unit operator is selected and approved, the working interest owners
shall be jointlyresponsiblefor performance of theduties of UnitOperator, and shall no
later than30 days before such resignationor removalbecomes effective(6 months after
working interest notification)appoint a common agent to represent them in any action to
be taken under the agreement..

If no successor of unit operator is selected and qualified as provided in Section 6 of the
unit agreement, this office may at its election declare the unit agreement terminated.

Please provide all interested parties, copies of this correspondence. If you have any
questions, please contact Teresa Thompson (801) 539-4047 or Mickey Coulthard (801)
539-4042.

Sincerely,

Is/ Robert A. Henricks

Robert A. Henricks
Chief, Branch of Fluid



bcc: District Manager - Vemal

File - Rock House Unit
Agr. Sec. Chron
Fluid Chron



997 15:31 JNITED - ILITIES 71

To:

Attn: Time Sent
e

From: Date:

Number of Pages: Fax Number:

(Includes tistspage)

Remarks: //rt (

TIre ingbanagon contained in titis facsImfle message is privileged and confidential infonnation,

Intended fortise use of fire individual or entity indicated above. Any disseminatlon, distrifrution

or copy of ttaiscommunication is strictly prohlbited. If you have received tisis communicatlon

In em, please Immediatelynotifyus by telephone and return ttie originalmessage to us via tlie

U. S. Postal Service. Thank you.
UNITEDUTIL.ITIESCORPORATION

UUC 7670 Wootiway Dr., Suite 340
Houston, Texas 77063
Phone: (T13) 782e9093

Fax: (713)



APR-OS-1997 15:31 ONITED UTILITIES CORP. 713 782 9095 P.02

UTIL.ITIESINCORPORATED

April 8, 1997

stateof Utah
Division of Oil, Gas and Mining
1594 West North Temple, Suite 1210
P.O. Box 145801
Salt Lake City, Utah 84114-5801
ATTN: Usha Confova

Re: Resignation of Unit Operator (Rainbow,SockhouggippeeBoekhouse)

Dear Lisha Codova, '

Per our conversationon AprilJ, 1997 United Utilities corporationhas resigned as Unit Operator
effective February 1, 1997 and Rosewood Resoumes Inc. Is nowthe new Operator effective February 1,
1997. Please find the Monthly Oli and Gas Production Repost showingWell Name, API# and Location
of theWells so thatyou can property update United Utilitiesand Rosewoods Accounts.

Thanks in advance and have a great day.

Sincerely,

Tamara Seiter
Senior Accountant
Revenue & Joint Interest Billing

to

7670 Woodway,Suits 340, ilouston, Texas 77063 e Tel. (713) 782-9093 Fax. (713)



United States Department of the Interior
BUREAU OF LAND MANAGEMENT

Utah State Office
P.O. Box 45155

Salt Lake City, UT 84145-0155 APR18 1997

IN REPLY REFER TO DIV.OFOIL,GAS&IVIINING
UT-931

April 16, 1997

Rosewood Resources, Inc.
100 Crescent Court, Suite 500
Dallas, Texas 75201

Re: Rock House Unit
Uintah County, Utah

Gentlemen:

On April 10, 1997, we received an indenture dated March 1, 1997, whereby United
Utilities Corporation resigned as Unit Operator and Rosewood Resources, Inc. was
designated as Successor Unit Operator for the Rock House Unit, Uintah County, Utah.

This indenture was executed by all required parties and the signatory parties have complied
with Sections 5 and 6 of the unit agreement. The instrument is hereby approved effective
April 16, 1997.

Your nationwide (Montana) oil and gas bond No. 0627 will be used to cover all operations
within the Rock House Unit.

It is requested that you notify all interested parties of the change in unit operator. Copies
of the approved instruments are being distributed to the appropriate federal offices, with
one copy returned herewith.

Sincerely,

Is/ James A. Fouts

for Robert A. Henricks
Chief, Branch of Fluid Minerals

Enclosure

bcc: District Manager - Vernal (w/enclosure)

Minerals Adjudication Group U-932
File - Rock House Unit (wlenclosure)
MMS - Data Management Division
Agr. Sec. Chron
Fluid Chron

U-931:TAThompson:tt:April 16,



Page No. 1
04/16/97

WELLSTATUS REPORTS
UTAHSTATE OFFICE

INSPECTION ITEM API NO. WELL OTOT SEC TWN RNG WELL LEASE NAME OPERATOR
NUMBER STATUS

** INSPECTION ITEM 8910073140 ROCKHOUSE US MV
9100T514C 43047158090051 1 SESE 10 11S 23E TA UTUO779 UNITEDUTILITIES CORPORAT
9100T314C 43047327190051 12 SUSE 9 11S 23E PGM UTUOT/9 UNITEDUTILITIES CORPORAT

891007314C 4304T3252200S1 13 SUNU 10 11S 23E PGM UTUO779 UNITED UTILITIES CORPORAT
9100T314C 43047325210051 14 Susu 10 11S 23E PGW UTUOT/9 UNITED UTILITIES CORPORAT

v891007314C 43047327340051 15 NWNW 9 11S 23E PGW UTUO779 UNITEDUTILITIES CORPORAT
-c - -oveo

9100T314C 43047327600051 17 NESE 9 11S 23E PGU UTUO779 6 UNITED UTILITIES CORPORAT
91007314C 43047327620081 18 NENE 16 11S 23E PGM STATE UNITEDUTILITIES CORPORAT

1007314C 43047158100051 3 NWSE 11 11S 23E PGW UTUO778 UNITED UTILITIES CORPORAT
VfÍ91007314C 43047158110051 4 SENW 9 11S 23E PGW UTUO779 UNITED UTILITIES CORPORAT

1007314C 43047318060081 44-14 SESE 14 11S 23E ABD UTUO779 /0( Jo UNITED UTILITIES CORPORAT
89-14073140 430474584209S4--SA - pehr A

A91007314C 43047158150081 8 SENE 23 11S 23E TA UTUO780 UNITEDUTILITIES CORPORAT

** INSPECTION ITEM 891007314X ROCK HOUSEX
91007314× 43047327530081 13-A SWNW 10 11S 23E POW UTUO779 UNITED UTILITIES



Division (Oil, Gas and Mining Routi y

'OPERATOR CHANGE WORKÑtTÉET I 6 /

Attach all documentation received by the division regarding this change. 3- 8-Si
Initial each listed item when completed. Write N/A if item is not applicable. 4-VI,D - 9-FH,E

IKK Change of Operator (well sold) O Designation of Agent
O Designation of Operator O Operator Name Change Only

The operator of the well(s) listed below has changed, effective: 2-1-97

TO: (new operator) RosEWOOD RESOURCES INC FROM: (old operator) UNITED UTILITIES CORP.
(address) 100 CRESCENT COURT #500 (address) 7670 NOODWAY STE 340

DAT.T.AS TK 75201 HOUSTONTI 77063
TAMARASEITER

Phone: (214)871-5710 Phone: (713)782-9093

Account no. NY510 Account no. N6360

WELL(S) attach additional page if needed: ROCK HOUSE UNIT

Name: **SEE ATTACHED** API: 6' $ÊÍsÛ Entity: S T R Lease:
Name: API: Entity: S T R Lease:
Name: API: .Entity: S T R Lease:
Name: API: Entity: S T R Lease:
Name: API: Entity: S T R Lease:
Name: API: Entity: S T R Lease:
Name: API: Entity: S T R Lease:

OPERATOR CHANGE DOCUMENTATION

..µ_c 1. (r649-8-1 Sundry or er legal documentationhas been received from the FORMER operator (attach to this
form). g,, ¶,g,ff

a 2. (r649-8 0) Sundry or other legal documentation has been received from the NEW operator (Attach to this
form). &n d, v. Ÿ-//rff

N 3. The Department of Commerce has been contacted if the new operator above is not currently operating any
wells in Utah. Is the company registered with the state? (yes/no) If yes, show company file number:

C 4. FOR INDIAN AND FEDERAL WELLS ONLY. The BLM has been contacted regarding this change. Make
note of BLM status in comments section of this form. BLM approval of Federal and Indian well operator
changes should ordinarily take place prior to the division's approval, and before the completion of steps 5
through 9 below.

ß 5. Chan h4ve been entered in the Oil and Gas Information System (3270) for each well listed above.

C 6. Cardex file has been updated for each well listed above.

c 7. Well file labels have been updated for each well listed above.

8. Changes have been included on the monthly "Operator,Address, pnd Account Changes" memo for distribution
to Trust Lands, Sovereign Lands, UGS, Tax Commission, etc.( ymy

9. A folder hàs been set up for the Operator Change file, and a copy of this page has been placed there for

\wpdocs\fonns¾
-



OPERATOR CHANGE WORKSHEET (co-inued)
- Initial each item when completed. Write \ if item is not applicable. '

ENTITY REVIEW

l. (r649-
-7) Entity assignments have been reviewed for all wells listed above. Were entity changes made?(yes/ o If entity assignments were changed, attach copies of Form 6, Entity Action Form.

2. Trust Lands, Sovereign Lands, Tax Commission, etc., have been notified through normal procedures of entitychanges.

BOND VERIFICATION - (FEF ELLS-ONE¥) 5 # gg3 '732
1. (r649-3-1) The NEW operator of any fee lease well listed above has furnished a proper bond.

2. A copy of this form has been placed in the new and former operator's bond files.

C 3. The FORMER operator has requested a release of liability from their bond (yes
, as of today's date2 †7 . If yes, division response was made to this request by letter dated

LEASE INTEREST OWNER NOTIFICATION OF RESPONSIBILITY

l. Copies of documents have been sent on 7Í to M'" at Trust Lands for changesinvolving State leases, in order to remind that agency of their responsibility to review for proper bonding.
2. (<649-2-10)The former operator of any fee lease wells listed above has been contacted and informed by letterdated 19

_,
of their responsibility to notify all interest owners of this change.

FILMING

1. All attachments to this form have been microfilmed. Today's date: '
.

FILING

1. Copies of all attachments to this form have been filed in each well file.

2. The original of this form, and the original attachments are now being filed in the Operator Change file.



ROSEWŒ)D

June 30, 1997

Utah Departitlent of Natural Resources
Division of Oil, Gas & Mining
P.O. Box 145801
Salt Lake City, Utah 84114-5801

Re: Uintah County, Utah

Gentleman:

Attached are the following items:

1. Open hole logs - Marble Mansion Utah 8-1
2. Rockhouse Unit 21
3. Cement Bond log - Oil Springs 11
4. Rockhouse 17 VJ ð V7 .f& 2/4ð //5 236. og 6
5. Form 6 - Rockhouse 20

Ifyou have any questions, please contact me at (214) 871-5723.

Truly,

Jim Mc I n
roduct ngineer

RosewoodResources, Inc.
Suite 500
100 CrescentCourt
Dallas, Texas 75201
214 871 5700
214 871 5110



ROSEWOOD RESOURCES, INC.

VERNAL, UTAH

ROCK HOUSE UNIT FEDERAL #17
ROCK HOUSE UNITSite Security Plan located

AGREEMENT # UTU 63030Cin the Vernal, UT office.
NE/SE SEC. 9 T11S R23E

UINTAH COUNTY, UT.

N

D DL

LL
DEHY

M

gy ST

D



LEGEND

F FLOWLINE

DL DUMP\BLOWDOWNUNE

CL CONDENSATELINE

SL SALESLINE

PL WILDHORSE PIPELINE

WH WELLHEAD

SEP SEPARATER

ST STORAGETANK

WT WATER TANK

VALVE

A ® SEALED CL VALVE

B ® SEALED SALES VALVE

D ® SEALED DRAINVALVE

M GAS METER

PU PUMPINGUNIT

DEHY GAS DEHYDRATER

COMP GASCOMPRESSOR

C ® EQUALIZER



ATTACHMENTTO PRECEDINGSITE FACILITY DIAGRAMS

General sealing of valves - sales are by tank gauging.

Production Phase: All drain valves (D) and sales valves (B) are sealed closed.

The fill valve (A) and equalizer valve (C) are open and unsealed on the producing

tank. The equalizer valve (C) on another tank is open and unsealed to allow

production to flow to a spare tank in the event of an upset.

Sales Phase: The tank from which sales are being made will be isolated by sealing

close the fill line (A), equalizer line (C), and drain valve (D) prior to

shipping. After these valves are sealed closed, the top gauge will be taken. The

sales valve (B) on the isolated sales tank will be broken and opened for sales.

After sales, the sales valve (B) is sealed closed and the closing gauge is taken.
The fill valve (A) and equalizer valve (C) seals are broken and the valves opened,

when production is turned back into this tank.

Draining Phase: The tank being drained will be isolated by sealing closed the

sales valve (B) and the other drain valves (D) on the other tanks. The top gauge

will be taken prior to opening the drain valve (D). The water is drained off and

the drain valve (D) is sealed closed and the top gauge is retaken.

Sealed Valves Producing Shicoing Draining
A-Fill Valve open closed open

B-Shipping Valve closed open closed

C-Equalizer Valve open closed open

D-Drain Valve closed closed open

E-Hot-oil Valve closed closed
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